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PROBE GENERAL FEATURES DATI GENERALI SONDA
Description PT100/3/B 4x40 MT.1 Descrizione PT100/3/B 4x40 MT.1

1 Sensor Type PT100 1 Tipo sensore PT100

2 Capsule Material AISI 304 2 Materiale capsula AISI 304

Capsule Lenght 40 mm ± 2 mm Lunghezza capsula 40 mm ± 2 mm

Capsule Diameter 4 mm ± 0.1 mm Diametro capsula 4 mm ± 0,1 mm

4 Cable Type FiberGlass cable 4 Tipo di cavo Fibra di vetro armato

Colour GREY Colore GRIGIO

Diameter Ø 2.8 mm Diametro Ø 2,8 mm

Probe Lenght 1040 mm Lunghezza sonda 1040 mm

3 Cable/Hose Coupling WITH SPRING 3 Raccordo cavo/tubo CON MOLLA

Terminals --- Terminali ---

Filler --- Riempitivo ---

Options --- Opzioni ---

TECHNICAL DATA DATI TECNICI
Temperature Range 0…+350°C Temperature Range 0…+350°C

Accuracy IEC 751 CLASS B Accuracy IEC 751 CLASSE B

Protection Rating IP44 Protection Rating IP44

Response Time K = 10’ in liquid V = 2 m/s Response Time K = 10’ in liquido V = 2 m/s

TEST TEST
Traction Test 2Kg Traction Test 2Kg

Insulation Resistance 20Mohm @ 500 Vc Insulation Resistance 20Mohm @ 500 Vc

Dielettric Rigidity --- Dielettric Rigidity ---

SN200024
PT100 - B Class - 3 Wires
PT100 - Classe B - 3 Fili
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WIRING/CONNESSIONI

WHITE/BIANCO

1xPT100

2xPT100

RED/ROSSO

WHITE/BIANCO RED/ROSSO
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